@il(san MOTOR

b a DIMENSIONS & NOMINAL VALUES
Depth of Weight | Power Voltage Frequency Rated Speed
Immersion| a | b | c Current
miexi,s | TYPE h (mm) mm kg kw V(A/Y) Hz A rpm
| | EP 150/200 200 138 | 242 | 107 13.3 0,37 230/400 50 1.75/1.00 2800
G11/4 g o EP 150/270 270 13.9
\ EP 150/350 350 14.2
EP 150/440 440 15.9
o EP 150/550 550 17.2
EP 152/240 240 138 | 242 | 107 18.6 0,74 230/400 50 3.65/2.10 2820
EP 152/310 310 19.2
EP 152/390 390 19.5
= EP 152/480 480 21.2
EP 153/280 280 138 | 242 | 107 19.8 1,1 230/400 50 5.65/3.25 2780
EP 153/350 350 20.4
EP 153/430 430 20.7
EP 153/520 520 22.4
® 138 Pump dimensions according to EN 12157.
& ** The performance curves are based on 1 mm?/s (cSt) kinematic viscosity values and 1000 kg/m® density
150 **% Curve tolerance according to EN I1SO 9906.
Q
100
Performance Curve
40
50 Hz
35
30 \\ EP 153
25
£
® EP 152 N
® 20 \
T
by
g N \
g 15 AN
10 [~ EP150 \\\‘
\
\\
5 \\ \\w\
N

0 25 50 75 100 125 150 175 200 225

Volumetric Delivery (I/min)

21 www.miksanmotor.com



